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SECTION 08873 

 
SAFETY AND SECURITY FILM 

PART  1  GENERAL 

1.1  SECTION INCLUDES 

A.  Safety and Security film field applied to existing glass. 

B.  Safety and Security film factory applied to glazed surfaces. 

1.2  REFERENCES 

A.  American Society for Testing Materials (ASTM) 

B.  American Society of Heating, Refrigeration and Air Conditioning Engineers (ASHRAE) 

C.  Association of Industrial Metallizers, Coaters and Laminators (AIMCAL) 

D.  American National Standards Institute (ANSI) 

E.  
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1.4  SUBMITTALS 

A.  Submit under provisions of Section 01 30 00. 

B.  Product Data:  Manufacturer's data sheets on each product to be used, including: 
1.  Physical properties and independent testing agency reports showing compliance with 

specified tests. 
2.  Preparation instructions and recommendations. 
3.  Storage and handling requirements and recommendations. 
4.  Installation methods. 

C.  Shop Drawings: Detailing installation of film, anchoring accessories, and sealant. 

D.  Verification Samples:  For each finish product specified, two samples, minimum size 6 
inches (150 mm) square, representing actual product, color, and patterns. 

E.  Manufacturer's Certificates: Certify products meet or exceed specified requirements. 

F.  Manufacturer's warranty information. 

1.5  QUALITY ASSURANCE 

A.  Manufacturer Qualifications: Products specified shall be a standard product of a 
manufacturer regularly engaged in the manufacturing and distribution of such products for a 
minimum of 10 years.  
1.  Provide a Quality Management certificate stating the manufacturing facility’s location 

conformance with ISO 9001:2004 
2.  Provide an Environmental Management certificate stating the manufacturing facility’s 

location conformance with ISO 14001:2008  

B.  Installer Qualifications: Documented experience in the application of self-adhesive window 
films with at least 3 applications of similar size and complexity, and approved by the window 
film manufacturer. 

C.  Mock-Up:  Provide a mock-up for evaluation of surface preparation techniques and 
application workmanship. 
1.  Apply film to one window designated by Architect. 
2.  Do not proceed with remaining work until workmanship and color, is approved by 

Architect. 

1.6  DELIVERY, STORAGE, AND HANDLING 

A.  Store products indoors in manufacturer's unopened packaging until ready for installation. 



08 87 16-3  

 
a.  Solar Gard Armorcoat 4-mil Clear 

PART  2  PRODUCTS 

2.1  MANUFACTURERS 

A.  Acceptable Manufacturer: Solar Gard®, which is located at: 4540 View Ridge Ave.  ; San 
Diego, CA 92123; Toll Free Tel: 877-273-4364; Tel: 858-576-0200; Fax: 858-571-3605; 
Email:info@solargard.com; Web:

mailto:info@solargard.com?subject=RE:ARCAT%20Spec%20Question%20(08874bek):%20%20
http://www.solargard.com/
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